
Product Specification
Ord.-No.:

Specification:

Performance:

We reserve the right to introduce changes and alterations in shape and
technology, dimensions weights and materials. Illustrations are non-binding.

Formsheet 991-102-2/24

 J. Pröpster GmbH - Manufacturer of lightning protection and earthing materials www.proepster.de       info@proepster.de

       Factory I - Regensburger Str. 116 | 92318 Neumarkt/OPf.               +49 (0) 9181 25 90-0                 +49 (0) 9181 25 90-10FAX

Last update: 2026-06-01

Bridging cable, Cu, 16 mm², 300mm length
with cable lug, Alu, for screw M10

Highly flexible bridging cable according to EN IEC 62561-1 for the connection
of the metal structural claddings or as expansion piece.
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Material of cable Copper
Cross section 16 mm²

Material cable cladding Rubber compound  made of chlorinated rubber compound EM5, black
suitable for outdoor use

Material resistance to environmental factors High durability and resistance to aging
(ozone, oxygen, light/UV radiation)

Length 300 mm
Material of cable lug Aluminium

Mounting holes [2x] Ø 10.5 mm, [4x] Ø 6.5 mm
Weight 76,5 g

Standard reference EN IEC 62561-1
Lightning current carrying capability class H (100 kA; 10/350 µs)

Customs tariff number (Comb. Nomenclature EU) 85446010
EAN-Code 4059273006703

Packing unit 100 Unit


