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Anschluss-Set für Seilsicherung

2x handfest

2.

3. 4.

5.

1.

Anschluss-Set Seilsicherung Ø 6 mm, Kabellänge 0,5 m 111 346

Ausführung Bestell-Nr.

Anschluss-Set Seilsicherung Ø 6 mm, Kabellänge 1 m 111 347

Anschluss-Set Seilsicherung Ø 8 mm, Kabellänge 0,5 m 111 348

Anschluss-Set Seilsicherung Ø 8 mm, Kabellänge 1 m 111 349

ausgerichtet und
fest montiert (> 5 Nm)

Anschluss-Set Seilsicherung Ø 10 mm, Kabellänge 0,5 m 111 340

Anschluss-Set Seilsicherung Ø 10 mm, Kabellänge 1 m 111 350

Installation instructions

Connecting-set for cable safeguards

2x hand-tight

2.

3. 4.

5.

1.

Connecting-set cable safeguards Ø 6 mm, cable length 0,5 m 111 346

Type Order-no.

Connecting-set cable safeguards Ø 6 mm, cable length 1 m 111 347

Connecting-set cable safeguards Ø 8 mm, cable length 0,5 m 111 348

Connecting-set cable safeguards Ø 8 mm, cable length 1 m 111 349

aligned and
assembled (> 5 Nm)

Connecting-set cable safeguards Ø 10 mm, cable length 0,5 m 111 340

Connecting-set cable safeguards Ø 10 mm, cable length 1 m 111 350




